1/2" GYPSUM
BOARD

EXTERIOR
WALL FINISH

12" THERMAL }

BREAK .. X 0SB PANEL
SCALE 1:8

NOTE:

1. TYPE 1 EXPANDED POLYSTYRENE (1 LB DENSITY) INSULATION PANELS
ARE DESIGNED TO WORK WITH 2x4 FRAMES WITH STUD SPACING OF 16" O.C.

2. CUSTOM HEIGHTS, STUDS AND SPACINGS AVAILABLE.

o A
RRXRRA

~
3
&
o
0%

5
X
255
2305

SO
X
<
X
’0

0
K5
oo

\
i

X

.

%
25

S

K
35
2RRKS

<
XL

v’v
3%
X
<

e
05
R

\\
[ 0 1WA \
T = ) /
\7 7
lll \\ -
3" RECESS —=| = \ //
NOTCHEDOUT | /!
FOR STUD " <
\\
= EXTERIOR
VA . WALL FINISH
XX ' 0SB PANEL
X { 1" SHEATHING
/
. /'
REMOVE :
SNAP-OFF T~ EZ SHEET
] DETAIL-B
SCALE 1:8
/{//% CORNER DETAIL
. PLAN VIEW
K ( )
LK1 1ESIS EZ SIPS
DATE: MAR-03-14
NK CAD DESIGN SCALE: 1/2'=1-0"
www.NKCADD.com REVISION: -
519-865-8460 DWG NO: EZ SIPS-2x4 /7




